Datasheet

MSATA mini
3SE series

- SATA 6Gb/s interface

- iISMART disk health monitoring

- Intelligent error recovery system

- Excellent data transfer speed

- Write protection security

- Zero mechanical interference

- Anti-vibration mechanical design

- JEDEC standard MO-300 dimension

Introduction

Innodisk mSATA mini 3SE is designed as the standard Mini PCle form factor with SATA
interface, and supports SATA Il standard (6.0Gb/s) with excellent performance. The form
factor refers to the MO-300 / MO-300B specification which established by JEDEC. Regarding
of mechanical interference, InnoDisk mSATA mini 3BME absolutely replaces the traditional
hard disk and makes personal computer, in any field, smaller and easier.

Innodisk mSATA mini 3SE effectively reduces the booting time of operation system and the
power consumption is less than hard disk drive (HDD), and complies with ATA protocol, no
additional drives are required, and can be configured as a boot device or data storage device.

www.innodisk.com
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+1-510-770-9421
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29.8 X 26.8 X 4.4 mm

+86-755-21673689

N ! Vibration: 20G @7~2000Hz
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Shock: 1500G @ 0.5ms
Storage Temperature: -55°C ~ +95°C
MTBF: 3 million hours

© 2017 Innodisk Corporation.
All right reserved. Specifications
are subject to change without
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Environment

Ordering Information

Operation Temp. 1GB 2GB 4GB 8GB 16GB 32GB
Standard Grade DEMSM- DEMSM- DEMSM- DEMSM- DEMSM- DEMSM-
(0°C ~ +70°C) 01GDO7AC1SB 02GD07AC1DB 04GD07SCADB 08GD07SCADB 16GD07SCADB 32GD07SCADB
industrial Grade DEMSM- DEMSM- DEMSM- DEMSM- DEMSM- DEMSM-

(-40°C ~ +85°C) 01GD07AW1SB 02GD07AW1DB 04GD07SWADB 08GD0O7SWADB 16GD07SWADB 32GD07SWADB
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